
Haze Meter 
New Model 

NDH 2000N (Export Model) 
 

- Most appropriate for quality control of Plastic, Film, Vinyl, 

Glass and Liquid, etc.  

- Up to the maximum sample size of 120 x 120 x 110 mm 

- Available with 3 different modes of display (standard, 

large character and history) 

- Data memory of up to 100 measurement data pieces 

 

<Features> 

1. Measurements of plastic, film, vinyl, glass and liquid samples can be made by this one unit. 

2. Measurements of Haze, Total light transmittance, Diffuse light transmittance, Parallel light 

transmittance and TURB (turbidity in mg/L) can be measured. 

3. Speedy measurement is possible; in about 2 seconds for ASTM method, and about 3 seconds for JIS 

method. 

4. Smooth sample attachment is possible thanks to the magnet type mounting method. 

 

<Specifications> 

 

Illumination/Light reception 0º (projection) – de (reception) 

Measuring method Flickering method of total light transmittance and diffuse light transmittance 

Light receiving element High-speed silicon photo cell type 

Light source Halogen lamp, 5V 9W (Life time: about 5,000 hours) 

Measuring light beam/aperture Light beam: 11mm dia., injection aperture: 20mm dia.  

Integrated sphere size 150mm dia. (coated by barium sulfate) 

Outer dimensions 490 (W) x 340(D) x 240(H) mm 

Weight About 13kg 

Power source 100V to 240V AC, 50/60Hz 

Measuring time About 2 sec. for ASTM method; 3 sec. for JIS method 

Measuring items Haze, Total light transmittance, Diffuse light transmittance, Parallel light 

transmittance & TURB 

Display Graphic display, 256 x 64 dots (116.25 x 41.45 mm) 

Printer With built-in thermal printer (58mm paper width) 

Average measurement 2 to 99 times 

Sample name registration For max. 10 sample names (12 characters) 

Data memory Max. 100 measurement data pieces 

Interface Serial port (D-sub 9pin male) 

Measuring accuracy Standard deviation within 0.03 at total light transmittance 100.00% (full 

scale) 

Standard ASTM D1003, ISO 13468/14782, JIS K7136/K7361/K7105 

Environment for use 15 to 40ºC, 30 to 80%R.H., without condensation 

Standard accessories Power cable, triangle add-on, printer paper, halogen lamp, plastic cover & 

operation manual 

Option QuickGet (data management software), foot switch, film attachment, taper 

abrasive test attachment, various glass cells, etc. 

 

 
Manufactured by: Export agent: 

NIPPON DENSHOKU INDUSTRIES CO., LTD. XEBEX INTERNATIONAL, LTD. 
Sengoku Hasegawa Bldg., 4-45-17 Sengoku, Bunkyo-ku,  105, Shakujii-machi 2-1-4, Nerima-ku, Tokyo 177-0041 

Tokyo 112-0011, Japan Fax. 81-3-5372-2581    Email: info@xebex.jp 

 

 


