
  
Complete with Low Temp. Circulation Bath, 
According to ASTM D445 & D446  
Cat. No. VMC-252 
 
FEATURES : 
 
Viscometer can be exchanged so easily by Reverse-Flow one-touch operation. Viscometers can be 
selected from Cannon-Fenske, Cannon-Fenske Reverse-Flow and Ubbelohde types. Four digit figure of 
viscometer number must only be input, and measured data is automatically calculated to Kinematic 
Viscosity and printed out. 
 
1) Easy exchange of viscometer as cassette type 
2) 200 viscometer constants can be memorized. 
3) Automatic calculation of measured data to Kinematic or Relarive Viscosity upon setting 
4) with built-in printer and RS-232C interface  
 
SPECIFICATIONS : 
 
- Testing method   :  ASTM D445/D446 
- No. of unit  :  5 
- Measuring range  :  0.3 to 20,000mm2/S (depending on the type of viscometers used)  
- Accuracy  :  0.01 sec. 
- Viscometer holder :  Cannon-Fenske, Cannon-Fenske reverse flow or Ubbelohde type 
      (Specify on ordering) 
- Working temperature :  30 to 100°C in water bath (Optional cooler is needed for 15 to 30°C.) 
- Measuring time  :  0 to 999.00 sec. 
- Detection  :  Photo-sensor by light guide 
- Temperature accuracy :  ±0.01°C 
- Display on LCD  :  Controlled parameters (Temp. & Time) and Results 
- Output   :  RS-232C interface with cable 
- Bath capacity  :  approx. 30L 
- Safety device  :  Circuit breaker, Anti-overheating, Anti-dryheating 
- Power supply  :  AC 100V 50Hz, single-phase, 2KW 
- Dimensions  :  510(W) x 550(D) x 640(H) mm 
- Weight   :  approx. net 60kg in total 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
        Manufacturer   : Rigosha & C
       Supplier/Exporter : Xebex Intern
 Fax. 81-3-5372
o., Ltd. 
ational, Ltd. – Tokyo/Japan 

-2583, E-mail: xebex@silver.plala.or.jp 
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